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ML-WS-Fireplace

Decorator style on/off switch

Low Voltage / Millivolt applications

Self Cleaning

Low Voltage 12v / 24v / 48v DC or AC

Product Description - ML-WS-Fireplace Wall Switch

Designed for Low Voltage and millivolt applications — the contacts are protected and designed for
long life at very low loads.

For applications where the current is very low, and contact oxidation is likely, this switch uniquely
has a self cleaning feature. This applies a non damaging current to the contact to remove oxidation

for years of service.

Please see our ML-WS-GE-3W for RR7 relay applications — the ML-WS-Fireplace is not for RR7 type
lighting upgrades.

See videos and more information at https://mehrlighting.com/pdf




Easy to Wire

ML-WS-Fireplace
Millivolt / Self Cleaning
Low Voltage / 24V 1A

On/0Off switch ( v1)
https://mehr.lighting/pdf

Includes screws and faceplate




Specifications

Signal Contact

Input voltage range

Contact current

Self Cleaning built-in

Size

Wire size

Spring loaded connectors
0 to 52 volts DC or AC
Very low resistance, yet

can handle 5 amps

automatically cleans
the contacts with each use.

108H (metal) 70H x 34 D x 42 W mm

16 to 24 AWG

How to remove the wire
from the connector

M-Sy

Wires partially inserted
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